ZTS

Product Photo

Material

Bellows Coupling

Hub

Aluminum Alloy

Dimensions/ Specifications

Dimension Drawing

Features

43

N\,

@ High torsional stiffness and excellent response

® Clamp type
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@ Indentical clockwise and anti-clockwise rotational characteristics
@ Absorbing parallel, angular misalignments and shaft end-play
@ Suitable for high torque transmission

odl dod2 Wrench | Rated
Model Bore Diameter D - L F E M Torque | Torque Max. Torque
(mm) (N-m)

ZTS-16D 4~8 16 30 105 | 4.0 9.5 M3 0.7 0.8 1.6

ZTS-20D 6~12 20 33 105 | 4.0 12.5 M3 0.7 15 3.0

ZTS-25D 6~12 25 38 12.5 5.0 15 M4 1.7 2.0 4.0

ZTS-32D 8~14 32 43 14.0 6.0 21 M4 1.7 25 5.0
ZTS-40D 10~16 40 62 21.5 6.5 27 M5 40 10 20
ZTS-55D 12~19 55 72 23 7.0 40 M6 8.0 25 50
ZTS-65D 18~38 65 81 255 | 9.0 45 M8 15 60 120
ZTS-82D 20~42 82 103 345 11 56 M10 28 80 160

Max.Rotational | Moment of | Static Torsional |Allowable Radial A,lklr?wlflglre Allowable Axial Weiaht

Model Frequency Inertia Stiffness Misalignment Misalignment Misalignment 9
(rpm) (kg'm?) (N-m/rad) (mm) @) (mm) (9)

ZTS-16D 18000 9x107° 1.5x10* 0.1 15 +0.3 15
ZTS-20D 13000 2.9x10™ 3.5x10* 0.1 15 +0.3 19.5
ZTS-25D 11000 4.6x10™ 6.8x10* 0.1 20 +0.5 36
ZTS-32D 10000 1.1x1073 1.2x10° 0.15 20 +0.5 58
ZTS-40D 8000 9x107° 1.5x10* 0.2 2.0 +0.7 149
ZTS-55D 6000 2.9x10™ 3.5x10* 0.2 20 +0.7 334
ZTS-65D 4500 46x10" 6.8x10* 0.2 20 +0.7 474
ZTS-82D 4000 1.1x1073 1.2x10° 0.2 20 +0.7 1090

Notes:

* Recommended tolerance for shaft diameter is h7.
* Bore and keyway modifications are available on request., please contact us.
* Inertia moment and weight calculated based on the maximum shaft bore.

Selection Example

ZTS

16D

8

04

RD04x04

Series Number

Outside Diameter

Max. internal diameter

Length

Diameter of shaft






